UNI-T.

uUTS58 SERIES

General Digital Multimeters

UTS8A = UTS8B = UTS8C
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EBUTS58C

CATI EAT“I EN:61010-1
G s00V)] EN:61326-1
SPECIFICATIONS
Mode
DC Voltage (V) 200mV/2Vr20V/200V/1000V
AC Voltage (V) 2VI20V200VT 50V
20uAZmA/20mA/200mA/20A
DC Current (A) 2mA/20mAS200mA/204
AC Current (A) 2mA/200mA/204 _

: 2000/2K020K02M020M0/200M0
i 2000/2KQ/20KQ/2M0/20M0
Capacitanc (F) 2nF/200nF/1004F
Frequency (Hz) 2KHz/20KHz
Temperature {"C) -40 °C ~ 1000°C
Display Count
Manual Range
Diode _

Transistor

Auto Power Off

Confinuity Buzzer

DataHod

Low Battery Indication

Full lcon Display

Input Impedance for DCV Around 10MQO
Test Lead Connection Indications

Best Accuracy

UT58A
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GENERAL CHARACTERISTICS

Power SV Baltery (6F22)
LCD Size G0mm x* S4mm
Product Color Red and Grey
Product Net Weight 350g (Including holster)
Product Size 179mm = BBmm = 39mm
UT58A-Battery, Test Lead,Holster, Muli-Purpose Socket
Standard Accessories UTSBBIUTS8C-Battery, Test Lead, Holster Muli-Purpose Socket, Point
Contact Temperature Probe
Standard Individual Packing Gift Box, English Manual
Standard Quantity Per Carton |40 PCs
Standard Carton Measurement 598mm = 418mm = 340mm (0.085 CBM Per Standard Carton)
Standard Carton Gross Weaight 27 Kg




